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Artemis indoor is the latest product from QSTECH. Carrying
forward all the excellent features of Artemis outdoor products,
Artemis indoor aims at high end indoor application with options
of 3.9mm, 5.2mm and 6.25mm pixel pitch. Thanks to the slim (6.5
cm/2.55 inch), lightweight (52 Ibs/sq.m.) and front access design,
Artemis indoor can be easily mounted on the wall directly. High
resolution and fanless design make Artemis indoor the ideal choice
for shopping malls, conference centers, airports, banks etc.

ISpecification

ARTEMIS INDOOR 3.9 ARTEMIS INDOOR 5.2 ARTEMIS INDOOR 6.25

OPTICAL PARAMETER

Pixel Pitch (mm) 3.9 52 6.25
LED Type SMD SMD SMD
Pixel Density (pixel/sq.m.) 65536 36864 25600
Viewing Angle (H/V) 170°/ 140° 170°/ 140° 170°/ 140°
Brightness(cd/sq.m.) 1000 1000 1000
Refresh Rate(Hz) 800~4800 800~4800 800~4800
Optimized Viewing Distance (m) 3.9~60 5~75 6~90

ELECTRICAL PARAMETER

Average Power Consumption (W/sq.m.) 226 212 212
Max. Power Consumption (W/sq.m.) 470 490 490
Input Voltage AC110V or AC220V#10% 50/60Hz

STRUCTURE PARAMETER

ol 810 Pl Intelligent Display System

Module Size in mm (WxH) 250x250 250x250 250x250
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Panel Size in mm (WxHxD) 1000x1000x65 y
Weight (kg/sq.m.) 24

PR ARTEMIS INDOOR 3.9/5.2/6.25mm pixel pitch

OPERATION PARAMETER

Maintenance Front/Rear
Operating Temperature -10C~40C
Operating Humidity 10~90RH%
Certification CE/FCC/ETL/RoHS

* High-brightness products for 3.9mm, 5.2mm, 6.25mm are available

All specification are subject to change without prior notice
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Features What ARTEMIS INDOOR Got For U o T S Application
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250mm ' 15mm

Easy maintenance

Fanless design

Module Size (WxHxD) : 250mmx250mmx15mm
Weight: 0.65kg
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170° Wide viewing angle

Network Operation Center(NOC)

Panel Size

‘ Image processing
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I QS NOC (Network Operation Center) is a total solution of monitoring, diagnostics, control of LED
display system based on cloud computing. It can help you to manage your display network
whenever and wherever possible.

Key Benefits
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° Flexible installation
o \Traditional Passive Service NOW |
Panel Size (WxHxD) : 1000mmx1000mmx65mm * Service On Complain "” » Pro-active Service
. Energy saving el i * Difficult & Slow Troubleshooting QSTECH NOC  Quick & Precise Troubleshooting
* High Maintenance Cost « High Efficiency Maintenance
Easy Front Maintenance * No Statistics  Clear & Professional Statistics

Reliable & safe

System Structure Diagram
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Long life-span
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*lg Light-weight and slim STEP3 STEP 4

Audio
STEP 3:Hold the handler and pull it out, remove the cable,
then tile can be taken out completely.
STEP 4:When removing all tilesin second column in the K Speaker /
right, power box can be revealed after removing the plate

by unfixing the screws.
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