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HATHENA

With light weight and robust aluminum alloy LED bar

and fagade. ATHENA is available with both vertical
and horizontal LED bar design for users to choose

design, ATHENA can be applied to building surface ““H“ H

It can be mounted on the surface or top of buildings,
in front or behind of the glass, achieving good

according to the specific needs for the application. "““l““
|

transparency and low wind resistance.

BSPECIFICATION

ATHENA ATHENA ATHENA ATHENA
MESH 16 MESH 31.25/15.625 MESH 25 MESH 31.25
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ATHENA ATHENA ATHENA ATHENA ATHENA
MESH 50/25 MESH 50 MESH 25/50 MESH 31.25 MESH 50
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Vertical Bar Type

OPTICAL PARAMETER

Horizontal Pitch (mm) 31.25 25 31.25
Vertical Pitch (mm) 15.625 25 31.25
LED Type DIP DIP DIP
Pixel Density (pixel/sq.m.) 3906 2048 1600 1024
Viewing Angle (H/V) 160°/70° 170°/ 65° 170°/65° 170°/65°
Brightness(cd/sq.m.) 7500 7500 7500 7500
Refresh Rate(Hz) 3000~5000 3000~5000 3000~5000 3000~5000
Optimized Viewing Distance (m) 16~240 15~465 25~375 31.25~470
ELECTRICAL PARAMETER

Average Power Consumption (W/sq.m.) 164 120
Max. Power Consumption (W/sq.m.) 410 350
Input Voltage AC110V or AC220V+10% 50/60Hz
STRUCTURE PARAMETER

Panel Size in Pixel (WxH) 48x48 48x80 48x80 48x48
Panel Size in mm (WxH) 768%768 1500%1250 1200%2000 1500%1500
Weight (kg/sq.m.) 17 18 25 20
Transparency(%) 35 67 50 67

IP Rating IP67 Front / IP65 Rear
Processing 19 Bit
OPERATION PARAMETER

Maintenance Front / Rear
Operating Temperature -30C ~50C
Operating Humidity 10~90RH%
Certification CE/FCC/ETL/TUV

* All specification are subject to change without prior notice.

Horizontal Bar Type

31.25
31.25
DIP
800 400 800 1024 400
170°/65° 170°/65° 170°/ 65° 170° / 65° 170°/65°
7500 7500 7500 7500 7500
3000~5000 3000~5000 3000~5000 3000~5000 3000~5000
25~750 50-750 25~750 31.25~470 50-750

140 112
350 280
AC110V or AC220V+10% 50/60Hz

32x80 32x40 80x32 64x32 40%32
1600x2000 1600x2000 2000x1600 2000x1000 2000%1600
16 16 16 20 16
67 67 67 67 67
IP67Front / IP65Rear
19 Bit

Front / Rear

-30C ~50C

10~90RH%
CE/FCC/ETL/TUV

- QSTECH CO., LTD.
- Add: 7 Biyuan 2™ Road, New Hi-tech Development Zone, Xi'an, 710118,Shaanxi,China.
- Tel: +86 29 8177 9287

- Fax: +86 29 8177 9284

- Email: marketing@gs-tech.com
- Website: www.qgs-tech.com
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LED Technology, Solutions & Services

ATHENA MESH

A high-transparency outdoor LED display solution

Various creatively deigned, flexible LED mesh, LED bar,

LED pixel with high transparency.
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MBI15043 with current gain
function, less power
consumption, guarantees
the brightness of the display
after years of using.

All cable concealed in the
power box, extending the
service time of the cable
and keeping the display
clean and neat.
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Simple installation design,

Aluminum alloy LED bar, low
thermal expansion. Better heat
dissipation, strength than PC,
longer service life.

Light weight 15kg/m2; 70%
high transparency, and low low precision demand on
power consumption, average steelwork, fast installation.
150w/m2. Less project cost.

Double-sided sealant potting,
excellent water proof, lower
fault rate, stable LED bars. service.

Customizable panel size and
pixel pitch. Front and rear

Soft connection between LED
bar and power box protect the
panel from being damaged
when panel deformed in the
handling process.
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QSTECH select LEDs with
stable and long lifespan. 10-
years brightness warranty
with NICHIA LEDs.

Meanwell power supply, stable
and efficient, less the fault

rate and power consumption.

BAPPLICATION

The sheer volume of the audiences
determines the revenue of each
partyin the advertising operation. In
this sense, the size of a LED display
is the significant feature to grab more
people’s attention.

Athena Mesh is widely adopted in
world-widegiant display projects. With
the features of weight 15kg/m2, 70%
transparency and low wind load,
flexible design, QSTECH Athena Mesh
is much easier to apply a large area to
the surface and the top of a building. It
guarantees the building’s natural light
and the safety, even can be installed
behind the glass facade.

USA Athena30x25
41.5 sqm

Russia, 839.5 sqm

Russia, 1500 sqm

Russia, 1504 sqm
(4

A large Athena Mesh display
could be a landmark and
attract audiences within area
of several square kilometers.

It will bring substantial income,
and also adorn the building
without blocking the interaction
from the inside and outside.

Athena Mesh is a multi-win

— choice for the building owner,
i #“‘& the display owner and the
* . == N advertising provider.




