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CRIUS embodies features including various installation solutions, easy
operation, multiple communication modes, high brightness, low power
consumption and ultra-thin body to ensure stable and high-quality display
effect even in bright-light venues. It is a new product that overturns
traditional LCD ad player (high cost, low-quality picture, uneven brightness,
heavy body and high energy consumption), which can be widely installed

in hotels, restaurants, shopping malls, banks, government agencies, hospitals
and so on.

ESPECIFICATION

Model CRIUS 2.5 CRIUS 3

OPTICAL PARAMETER ‘

Pixel Pitch (mm) 2.571 3

LED Type SMD SMD

Pixel Density (pixel/panel) 169344 124416

Viewing Angle (H/V) 160°/160° 160°/ 160°
Brightness(cd/sq.m.) >1000 >1000

Refresh Rate(Hz) 300~4000 720~4000
Optimized Viewing Distance (m) 2.5~38 3~45
ELECTRICAL PARAMETER

Average Power Consumption (W/panel) 210 210

Max. Power Consumption (W/panel) 600 600

Input Voltage AC110V or AC220V+10% 50/60Hz AC110V or AC220V+10% 50/60Hz
Input Interface Ethernet / HDMI / USB / WIFI Ethernet / HDMI / USB / WIFI

STRUCTURE PARAMETER

Module Size in Pixel (WxH) 112x84 96x72

Module Size in mm (WxH) 288x216 288%216

Display Size in Pixel (WxH) 224x756 192x648

Display Size in mm (WxH) 576x1944 576x1944 c R I U S
Overall Dimension in mm (WxHxD) 602x1970x40 602x1970%x40

Weight (kg) 35 35

IP Rating IP40 Front / IP40 Rear IP40 Front / IP40 Rear MUltifunctional LED Poster
(Slim & Smart & Simple)

CRIUS 2.5 | CRIUS 3.0
FOLLOW US ON
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Operating Temperature -10C~50C -10C~50C

Operating Humidity 10~90RH% 10~90RH%

* All specification are subject to change without prior notice.




BENEFITS

CRIUS can be widely s o
installed in hospitals, 0.3 N Ultra-thin and light-weight body

restaurants, shopping g R 1 Thickness is 40 mm and weight less than
b ' 35 kg, making installation easy and fast.

Just need one person can move
CRIUS easily and install quickly.

Thickness: 40mm
Max Thickness(power box): 75mm
Weight: 35kg/pcs

Aluminum alloy bezel width: 13mm

malls, banks, libraries, Flat-fell seam for 2 displays: 26mm

hotels, airports, train 0

A

Easy Operation only needs 3
minutes, guaranteeing wonderful
user experience.

stations, government

agencies and so on.

Optional installation solutions "
Fold-out stand, hanging, standby and i
wall-mounting can be realized to meet

different demands.

C,

%

conventional LCD (400 nits).

Standby on the ground Fold-out st_anding (15°) Wall-mounting (Horizontal or vertical) Hanging (Horizontal or vertical)
Delicate appearance attract more
attention, the numbers of visitors
Elegant appearance increase by 74% at least.
Aluminum- alloy frame, fully enclosed
frosted rear cover, acrylic glass surface
and customized border color present ' '
enchanting and eye-catching appearance.
: . £, Aluminum alloy bezel; Acrylic Glass Graphite Black China Red QSTECH Blue o .
“‘t ‘ﬂllﬁg h’.m:(’f _ Vivid and colorful picture provide
-_— QI Al B e — fantastic visual effect. Brightness
e 12 o o .
9 increased 3 times compared with
a HD visual experience Pixel Pitch

3840Hz 1000nits

High Refresh Rate E Brightness
2.5 mm and 3 mm pixel pitch, high 2.5mm i
refresh rate (3840Hz) and brightness

(1000 nits) provide users with perfect _
display effect.

Display size: 576mm x 1944mm
Product size: 602mm x 1970mm x 40mm
Display ratio: 94.42%

No license fee, the CTU (cost to
use) is low. On average, only $1.9
cost every day, however the income
will increase by 2 times.

$

Various work modes

Besides single display work mode, multiple
displays can be combined together creatively
to bring a variety of display effect and improve
the advertising efficiency.

Splicing display of 3 sets CRIUS
Three screen are cascaded from the 5
first to the third one. 1 controller maximum. Creative splicing dlsplay effect

AN I! t:r-\,
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Add an outside player, 8 displays o ...

can be cascaded by HDMI with




