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With high pixel density and small-pixel-pitch SMD LEDs, Hera

Series is specially developed for professional applications of indoor
displaying. The product can be seamlessly assembled into a high
resolution video wall system with full HD 4K, 8K resolution and
above. Hera redefines indoor HD LED display experience with high
brightness uniformity and smooth images, and overcomes display
flaws of traditional LCD and DLP displays, diminishing deficiencies
such as obvious seams, uniformity difference of brightness and
color, low contrast ratio and narrow viewing angle. Moreover, Hera
excels under camera shooting and filming without flickering and

lining images.

ISpecification

Model

OPTICAL PARAMETER
Pixel Pitch (mm)

LED Type

Pixel Density (pixel/sg.m.)

Viewing Angle (H/V)

Brightness(cd/sg.m.)

Refresh Rate(Hz)

Optimized Viewing Distance (m)
ELECTRICAL PARAMETER

Average Power Consumption (W/sg.m.)

Max. Power Consumption (W/sg.m.)

HERA 1.6 HERA 2.0 HERA-M 2.5
1.6 2.0 2.5
SMD SMD SMD
390625 250000 160000
170° / 140° 170° / 140° 170° / 140°
1000 1000 1000
1920~4800 1920~4800 1920~4800
1.6~24 2~30 2.5~38
272 280 280
680 700 700

Input Voltage
STRUCTURE PARAMETER
Module Size in Pixel (WxH)

AC110V or AC220V+10% 50/60Hz

Module Size in mm (WxH)

Panel Size in Pixel (WxH)

Panel Size in mm (WxHxD)

Weight (kg/panel)

120%90 96x72 96x96
192x144 192x144 240%240
480x%270 384x216 384x192
768x432x70 768x432x70 960x480x79
16.5 16.5 14

IP Rating IP40 Front / IP 40 Rear

Processing 19 Bit

OPERATION PARAMETER

Maintenance Rear Rear Front/ Rear
Operating Temperature -10C ~40C

Operating Humidity 10 ~ 90%
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HD INDOOR LED Broadcasting Solution

Perfect images
Perfect display effect

Black LED body provides high contrast ratio
up to 5000:1. 19 bit and tripled gray scale to

ensure you vivid picture under low brightness.

POWERx2
DATAx2

Hot back-up design for power supply
and receiving card of control board
create risk-free broadcasting

rooms and conference centers.

Seamlessly assembly

Seams between modules are
diminished totally to achieve
fully complete images with
built-in seam adjustment sets.

Super silent

Power efficiency

Power supplier with PFC function.
High efficiency LED and power
supplier minimize power
consumption to 272wats/sqm.

High refresh rate

Refresh rate up to 4800HZ ensures the image
shift fast enough to eliminate picture trailing and
black line under high speed shutter.

Super heat dissipation

Power of high turnover ratio adopted
to reduce working voltage and
quicken heat dissipation.

170°

3D capable

Broad viewing angle

Horizontal viewing angle is 170°and and vertical
viewing angle is 140°. Viewed from any angle,
Hera series offers a smoothly clear image without
color shift.

P 2.0 1920x1080

P 1.6 1920x1080
P 1.21920x1080

Standard screen size

HD INDOOR LED Broadcasting Solution

Easy installation

With positioning pin designed on top

of panel and fixation slot at the bottom,
adjustable locks on both left and right
sides, handles equipped to reduce labor
and time for installation.

Easy maintenance

Easy trouble-shooting with data and power
warning in both managing software and
back side of the LED panel. Automatic
brightness adjustment retains and restores
color consistency when the tile is replaced.

Application

HD INDOOR LED Broadcasting Solution
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Brightness adjustable

With brightness sensor built in,
Hera series allows brightness
adjustment manually or
automatically.

SUPER
LIGHTWEIGHT

Super thin and lightweight

Panel weighs 16.5kg only and the
thickness is 70mm. Much labor and
space for installation are saved.

Hera series, QSTECH indoor HD LED displays, are widely used in commanding centers, TV broadcasting
and radio stations, controls rooms, conference halls, intelligent transportation systems, shopping malls,

cinemas, hotels and so on.
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